
Colouring wax crayon 
in 12 colours   

Flow moulding process
Full in house manufacturing

Laboratory controls  
Colouring
Resistance:
 - Breaking strength
 - 45° resistance
 - Drop test 
Heat resistance

Production controls   
Continuous control of pressures, 
temperatures, materials flow 
11 statistical controls: 
functional, dimensional, aspect

 Process and Controls 

Extra clean

Corporate social compliance

Product safety

Product assessed by an external 
toxicologist (ASTM D-4236) 

Product compliant with European toy  
standard (EN71), tested annually by an 
independent lab

Heavy metal content tested by an
external laboratory (EN71-3, ASTM F 963, 
16 CFR 1303, 91/338/EEC)

Talc free product� 

Product free of dangerous phthalates 
(DINP, DIDP, DEHP, DBP, DNOP & BBP)

Main features
Vivid colours

Ultra-resistant crayon: Polyethylene and waxes 

Lead resistance > 2.4 Kg

Clean because does not make dirty 
neither hands nor clothes

Triangular colouring crayon 

Environment

PVC free product
Packaging compliant with 
packaging & packaging waste 
European directive (94/62/EC) 

Made in France
BIC Group Code of Conduct 
based on ILO conventions
Self assessment process 
with corrective action plan

Triangular colouring crayon  
89 mm of length
11 mm diameter
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Polyethylene and waxes 
Solid material 
Very good resistance
 


